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ID MODEL COLOR NOMINAL ROUGH FRAME FINISH

A1 10' HIGH OVERHEAD DOOR OPENI 120x120 NA LK437

B1 10' HIGH OVERHEAD DOOR OPENI 120x120 NA LK437

C1 LESTER SPLIT DUTCH DOOR 48x88 49.375x87.375 KA173,KA177 MSF-20

H1 WLK DOOR 5100 22X36 LITE 36x80 40x81 KC432,KC430 none

F1 WLK DOOR 5100 22X36 LITE 36x80 40x81 KC432,KC430 none

E1 WINDOW VINYL SLIDER THERMAL E Brn 36x36 35.5x35.75 KB432,KC425 None

G1 WINDOW VINYL SLIDER THERMAL E Brn 48x48 47.5x47.75 KB432,KC425 KB471

ID PART SHAPE LENGTH BASE FOOTING TYPE YARDS/BAGS NOTES

1 691190 FS888 20'-0"    EF132

2 692250 FE888 20'-0" -67 4 x 17 PRECAST 0 EF131

3 692222 FE666 22'-0" -52 4 x 17 PRECAST 0 EF131

4 692228 FE666 28'-0" -52 4 x 17 PRECAST 0 EF131

5 692184 FS88 14'-0" -67 4 x 17 PRECAST NONE EF131

P1 681806 f6FS444 16'-0" -52 4 x 17 PRECAST 0 EF131

P2 681806 f6FS444 16'-0" -52 4 x 17 PRECAST 0 EF131
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